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WA (it e UNINTERRUPTED
When you return a used battery to any of our authorised dealers,

we contribute on your behalf, to UNICEF’s Child Environment

Programme. It would not only empower the lives of the UNINTERRUPTED
underprivileged children who are in dire need of water, sanitation

and hygiene in schools, your contribution would help save our pEnFDnMANCE
environment as well. Lead, a major component in your battery, ) . \. 44l ¥ ” "

if not handled responsibly, can harm the environment and our ] \
health. Return your used battery and make the world a better 0 ‘

place, in more ways than one. I

NORTH: New Delhi: (011) 41540629 Gurgaon: (0124) 4218806/4 Ghaziabad: (0120) 4117960 Agra: (0562) 2602641/40
Lucknow: (0522) 4041890 Varanasi: (0542) 2503510 Chandigarh: (0172) 2659824 Ambala: (0171) 2522017/014/018
Jalandhar: (0181) 2221192 Ludhiana: (0161) 2680680/3292471 Jaipur: (0141) 5191208 Udaipur: (0294) 5137005
EAST: Kolkata: (033) 22841919 Siliguri: (0353) 2540321/2540124 Guwahati: (0361) 6116660/6661 Silchar: (03842)
240718 Patna: (0612) 6458101/103 Ranchi: (0651) 2510389/399 Bhagalpur: (+91) 9234388212 Sambalpur: (0663)
2544065/44066 Cuttack: (0671) 2348830/31/32 WEST: Mumbai: (022) 24924385 Vashi: (022) 27830191 Pune: (020)
32304045 Nagpur: (0712) 2539975/2530106 Aurangabad: (0240) 6610349/2552502 Raipur: (0771) 4089784/4267474
Bhopal: (0755) 4293815 Indore: (0731) 6542295/94/91/90 Ahmedabad: (079) 65108204 Rajkot: (0281) 2488149 Surat:
(0261) 2854245 SOUTH: Chennai: (044) 26350823/0813 Coimbatore: (0422) 6578166 Madurai: (0452) 2917201/04
Hyderabad: (040) 65169346 Vijayawada: (0866) 2551811 Bangalore: (080) 41276161/41283492 Hubli: (0836)
2322122/2223123 Kochi: (0484) 4149301.
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*Conditions apply

This catalogue is issued to provide outline information only Month

and is not deemed to form part of an offer or contract. Warranty Warranty
Our policy is one of continuous improvement and we reserve

the right to change details without prior notice.
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Exide MegalN Advantages:

Enhanced life: Robust Grid Design prevents
corrosion in Positive Plate which in turn lowers
the degradation rate and enhances life expectancy

Low water loss: New Alloy System makes the
battery suitable for deep discharge applications
and ensures very low water loss

Superior re-chargeability: Significantly Higher
Electrolyte Content and new formulation ensures
higher performance levels and superior
re-chargeability

Increased reliability: Double Clad Separation
with Special type Ribbed PE Envelope and
Glassmat increases reliability

Easy to connect and handle: Lug type take-

off makes the battery easy to connect. Special
Omega type Cover Design fitted with Venturi
type Chamber Cover retards spillage during handling

Easy maintenance: Float Guides
indicate MAX / MIN levels of Electrolyte,
while the Magic Eye shows the state

of charge

3 B* Mega back up
Month for your home

Warranty

Electrical load

Recommended battery for different back-up time

SHours 3Hours 2Hours 1Hours
2Fans + 2 Tube Lights 300VA 2P-12V150Ah 12V150Ah 12V150Ah 12V150Ah
2Fans + 3 Tube Lights 350VA 2P-12V150Ah 12V150Ah 12V150Ah 12V150Ah
3 Fans + 3 Tube Lights 450VA 2P-12V150Ah 2P-12V150Ah 12V150Ah 12V150Ah
3 Fans +4 Tube Lights 500VA |12V | 2P-12V150Ah 2P-12V150Ah 12V150Ah 12V150Ah
4Fans +4 Tube Lights | 600VA 3P-12V150Ah | 2P-12V150Ah | 2P-12V150Ah  |12V150Ah
4 Fans + 5 Tube Lights 650VA 3P-12V150Ah 2P-12V150Ah 2P-12V150Ah 12V150Ah
4 Fans + 6 Tube Lights 700VA 3P-12V150Ah 2P-12V150Ah 2P-12V150Ah 12V150Ah
5 Fans + 5 Tube Lights 750VA 3P-12V150Ah 2P-12V150Ah 2P-12V150Ah 12V150Ah
5 Fans + 5 Tube Lights 750VA 25x3P-12V150Ah | 28x2P-12V150Ah | 25x2P-12V150Ah |28-12V150Ah
5 Fans + 6 Tube Lights 800VA 28x4P-12V150Ah | 28x3P-12V150Ah | 25x2P-12V150Ah |28-12V150Ah
5Fans +7 Tube Lights | 850VA ” 25x4P-12V150Ah | 28x3P-12V150Ah | 28x2P-12V150Ah (28-12V150Ah
6 Fans + 8 Tube Lights 1KVA 28x4P-12V150Ah | 28x3P-12V150Ah | 28x2P-12V150Ah |2Sx2P-12V150Ah
8 Fans +9 Tube Lights 1.25KVA 28x5P-12V150Ah | 28x4P-12V150Ah | 28x3P-12V150Ah |2Sx2P-12V150Ah
10 Fans + 10 Tube Lights | 1.5KVA 2Sx6P-12V150Ah | 28x4P-12V150Ah | 25x3P-12V150Ah |2Sx2P-12V150Ah
13 Fans + 14 Tube Lights | 2KVA |48V | 45x8P-12V150Ah |4Sx6P-12V150Ah |4Sx4P-12V150Ah |4Sx3P-12V150Ah

TECHNICAL SPECIFICATIONS OF EXIDE MegalN BATTERY

c;\mm MAXIMUM OVERALL DIMENSIONS NgthLngéL FLECTROLYTE [CHARGING | ACID | gyrrcoy
BATTERY TYPE PART NUMBER Lo W B H wEiGhT | VOLUME [ CURRENT | LEVEL
(il (With Float) 1) | (AWPS) |INDICATOR | LAYOUT
(REF) [ (MM) [ (MM) [ M) | (M) (KG)
MEGAS80 FEIO-MEGA8S0 88 | 505 | 182 | 257 | 289 336 10.0 6.2 Present |, anament
MEGA1000 FEIO-MEGAI000 | 100 | 505 | 182 | 257 | 289 345 9.9 7.0 Present |, RErtiarest
MEGA1500 FEI0-MEGA1500 150 | 521 | 278 | 270 | 333 526 164 105 Present |, CETTrm_
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Exide Invertor Plus Advantages:

TECHNICAL SPECIFICATIONS OF EXIDE INVERTOR PLUS RANGE OF BATTERIES

Very low maintenance: Special hybrid
alloy system

High reliability and extended cycle life:
Ribbed free polyethylene pocket type
separator along with texturised glass
mat — double clad separation protects
the design against internal short.
Thickplate construction with special
paste formulation. Hybrid alloy system
for withstanding high ambient operating
conditions as prevalent in India

Easy maintenance: Float/Float guide to
indicate electrolyte level. Bolted type
terminals fitted with shroud for easy
connection

Instant state of charge indication: Magic
Eye enables instant state of charge
without having to open the plugs

Clean top with no surface leakage and
fumes: Side vented design fitted with
micro porous filter disc

Ready for commissioning: Factory charged

Recommen Recommended Battery for different Back-Up Time
Electrical load Inverter

Rating = S Hours. 3 Hours. 2 Hours. 1 Hours.
1Fan + 1Tube Light 150VA INSBOPLUS | INGOOPLUS | ING50PLUS IN65OPLUS
1Fan + 2Tube Lights 200VA IN1350PLUS | ING8OPLUS | INB0OPLUS IN65OPLUS
2Fans + 2Tube Lights 300VA INTBOOPLUS | IN1350PLUS | IN8BOPLUS INBOOPLUS
2Fans + 3Tube Lights 350VA 2P-IN1350PLUS | IN1500PLUS | IN1000PLUS INBOOPLUS
3Fans + 3Tube Lights 450VA 12V | 2p.N1350PLUS | IN1800PLUS | IN1350PLUS IN88OPLUS
3Fans + 4Tube Lights S00VA 2P-IN1500PLUS | IN2000PLUS [ IN1500PLUS IN1000PLUS
4Fans +4Tube Lights B00VA 2P-IN1800PLUS | 2P-IN1350PLUS | IN1800PLUS IN1000PLUS
4Fans + 5Tube Lights B50VA 2P-IN2000PLUS [ 2P-IN1350PLUS | IN2000PLUS IN1350PLUS
4Fans + 6Tube Lights T00VA 2P-IN2000PLUS | 2P-IN1500PLUS | IN2000PLUS IN1350PLUS
5Fans + 5Tube Lights T50VA 3P-IN1500PLUS | 2P-IN1500PLUS | 2P-IN1350PLUS [ IN1350PLUS
5Fans + 5Tube Lights 750VA fm};m s m%;ms 25X2P-N1350PLUS | 25-IN1350PLUS
5Fans + 6Tube Lights B00VA \Z»T&Pws ﬁmﬁ%ﬂus 25X2P-IN1350PLUS | 25-IN1350PLUS
5Fans + 7Tube Lights S0A -y mpopws \ZNS1stoEPLUS 25X2PIN1350PLUS | 25-IN1500PLUS
6Fans + 8Tube Lights 1KVA G- B s | 2P ntsoeus |25 NB00PLUS
8Fans + 9Tube Lights 125KVA ‘Z%%POPLU s mﬁpws 25X2P-INIBOOPLUS | 25X2P-IN1380PLUS
10Fans + 10Tube Lights |~ 1.5kva fﬁf;’;ms fr«sz)é%%mus 25X3PANTS00PLUS [ 25X2P-N1350PLUS
13Fans + 14Tube Lights | acm | 48V [ | | 4SXEPINCOOOPLUS | 4SKaPNTEOOPLUS

mmw MAXIMUM OVERALL DIMENSIONS Ngl{lﬂl&leL FLECTROLYTE [CHARGING | ACD | gy
BATTERYTYPE | PART NUMBER L w |} H VOLUME | CURRENT | LEVEL
20HR (With Float) | WEIGHT | /o AMPS) |INDICATOR | LAYOUT
RED o | o | o] ) | kG | S| (ANPS)
IN8OOPLUS FEIO-INSOOPLUS | 80 | 305 | 173 | 225 | 276 23.1 4.9 56 | Present |.EEASS.
IN88OPLUS FEIO-IN88OPLUS | 88 | 410 | 176 | 233 | 279 26.1 6.8 6.2 | Present | SfRRm.
IN100OPLUS | FEIO-IN100OPLUS | 100 | 410 | 176 | 233 | 279 2758 6.3 7.0 | Present | g
IN1350PLUS | FEIO-IN1350PLUS | 135 | 508 | 222 | 257 | 281 39.8 109 9.5 | Present |y
IN1500PLUS | FEIO-IN1500PLUS | 150 | 508 | 222 | 257 | 281 415 | 105 105 | Present | e,
INI80OPLUS | FEIO-INI8OOPLUS| 180 | 521 | 278 | 270 | 289 551 | 159 126 | Present | 2y
IN2000PLUS | FEIO-IN2000PLUS | 200 | 521 | 278 | 270 | 289 568 | 155 140 | Present |y,

*Conditions apply




